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1 ESTABLISH AN OUTBOUND TRAFFIC CHANNEL FOR A DISPATCH CALL j -304 

TRANSMIT THE DISPATCH CALL VIA THE TRAFFIC CHANNEL TO A I™ 
NUMBER OF MSs T 

ESTABLISH A LOW-RATE INBOUND LINK WITH ONE OR MORE MSs FOR \ , na 
THE DISPATCH CALL f 



DETERMINE THAT ONE OF THE MSs SHOULD BEGIN A SOFT HANDOFF AND SIGNAL 
VIA THE TRAFFIC CHANNEL THE IDENTITY OF A TRAFFIC CHANNEL AT AN |^J/£? 
ADJACENT BASE SITE TO ALL OF THE MSs 
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RECEIV E A DISPATCH CALL VIA A BASE SITE'S OUTBOUND TRAFFIC CHANNEL 1*404 
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RECEIVE SIGNALING ON THE TRAFFIC CHANNEL THAT INDICATES | m 
A TRAFFIC CHANNEL AT AN ADJA CENT BASE SITE \ 
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BEGIN A SOFT HANDOFF BY SIMULTANEOUSLY RECEIVING THE DISPATCH 

CALL VIA BOTH TRAFFIC CHANNELS WITHOUT SIGNALING THE BASE \A08 
SITE REGARDING THE SOFT HANDOFF 
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